Notice to

US Army Corps

Navigation Interests

Detroit, Ml 48231-1027

(313) 226-6796
FAX - (313) 226-3519 Waterway: LAKE HURON Location: MICHIGAN

CELRE-ET-OT-T

CONDITION OF FEDERAL NAVIGATION CHANNEL
PORT SANILAC HARBOR

1. Condition surveys performed within the Federal navigation channel at Port Sanilac Harbor,
Michigan during May 2001, indicate shoaling as shown on the back of this sheet.
2. Vessel operators should use caution when navigating within this area.

3. All inquiries should be addressed to CELRE-ET-OT-T and should refer to Notice to Navigation
Interests No. LO1-46. Internet address. http://huron.lre.usace.army.mil/OandM/o& m.html

RICHARD J. POLO, JR.
Lieutenant Colonel, U.S. Army
District Engineer

Notice to the Postmaster:

It is requested that the above notice be conspicuously and continuously posted
until November 30, 2001.
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THE AESULTS OF SURVEYS MADE.ON THE DATES INDICATED
ON THE DATES INDICATED AND CAN ONLY BE NG CAN BN Be CONSTDERED. RS INDICATING THE GENERAL

s 10! TRANSITION CONSIDERED AS INDICATING THE GENERAL CONDITIONS AT THAT TIME-
= =zone (TYP.) CONDITIONS AT THE TIME. 2. ALL_SOUNDINGS ARE [N FEET AND ARE REFERENCED TO LOW

N FE
WATER DATUM ELEVATION §76.8 FEET ABOVE MEAN SEA LEVEL
LOW WATER DATUM 1.G.L.D. 1855.

ELEVATIONS AND PROJECT DEPTHS ARE 3. PROVECT DEPTHS FOR THIS AREA ARE 6.0. 10.0. AND 12.0 FEET.
REFERRED TO INTERNATIONAL GREAT LAKES 4. THE GRID COORDINATE SYSTEM SHOWN 1S REFERENCED TO
DATUM, (1955) AT ELEVATION 576.8 FT. ABOVE THE MICHIGAN_STATE_PLANE_ COORDINATE SYSTEM, LAMBERT
VEAN WATER LEVEL AT FATHER POINT, QUEBEC. PROJECTION SOUTH ZONE (27131, NORTH  AMERICAN DATUM

GRID COORDINATES

GRIDS SHOWN ARE BASED ON NATIONAL

GEODETIC SURVEY PROJECTION TABLES.

STATE OF MICHIGAN. SQUTH ZONE (2113),

LAMBERT PROJECTION. 1983 NORTH AMERICAN DATUM.
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ALL DIRECTIONS ARE GRID AZIMUTHS
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CRENREL LTRE
CHANNEL LINE
PROJECT DEPTHS ARE AS INDICATED ABOVE. SHANEL LINE
THE AUTOMATED ELECTRONIC SURVEY WAS e
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ABOARD THE USACDOE SURVEY LAUNCH 3043. CHANNEL L INE
CHANNEL LTNE
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POSITIONING: STARLINK DGPS
DATA PROCESSOR: DELL_PC
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SONIC SOUNDER: INNERSPACE 448
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—x x FENCE 6 FT. CONTOUR o~ U.S. ARMY ENGINEER DISTRICT, DETROIT
CORPS OF ENGINEERS
—_— T SHOREL INE 10 FT. CONTOUR N~ DETROIT: MICHIGAN
NOTES: [CESTENED Brew
1. GAGES USED WERE REFERENCED FROM — CONTOUR LINE 12 FT. CONTOUR N~ S PORT SANILAC HARBOR, MI
GAGE BOARD SET ON PILING ON PILING g CONDITION SOUNDINGS
8 FT. CONTOUR /"
HORIZONTAL CONTROL POINT
IN THE MARINA @ THE FOOT OF MAIN STREET. A e e C.S. 0+00 TO C.S. 22400
2. POSITIONS WERE DETERMINED BY GPS 5. voLFe 19 MAY 2001
REFERENCE BEACON 838, LOCATED AT FORT WAYNE Z-N AR oG o PO FevIENED Brex DETROIT AREA OFFICE
DETROIT. MICHIGAN - FREQUENCY 319 KHZ., 200 BPS
SENCHUARK ST e oA
3. TRANSDUCER FREQUENCY USED TO MEASURE DEPTH § 8 PEs
DATA WAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES. S| S I CHIEF ,PROJ . OPNS. SECT CHIEF. OTS BRANCH
g HAND SOUNDINGS IN s s , s , B
3 AREA OF WEEDS 3 3 i LI —T — 390 e IR
o k] @ . '
" - - e " coL.. C.E. DISTRICT ENGINEER DRAWING NUMBER
wl w w SCALE: 17'= 100 CHIEF . CONST - OPNS DIVISION T —




